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Attaching/Detaching the 135 Film Holder N Setting the film

Attaching the film holder

First, remove the rear body cap.

1. Whilst holding the film holder, position
and hook the bottom couplers of the
holders mounting bracket of the body.

2. Push the upper part of holder against
the body, whilst pushing the holder
dwonward until it clicks.

Detaching the film holder

1. Insert the Dark Slide between both

white lines.

2. Push the holder lock release button
(B) in, whilst sliding the detaching button
(A) downward. The holder can be re-
moved form the body.

e |f the dark slide is not inserted, the
safety mechanism will be activated
preventing the holder detaching lock
release button fom being depressed.
The green line on the dark slide reminds
you that it is not necessary to pull out the
dark slide completely, but if it is drawn
out up to the green-line position, you can
photograph without vignetting.

1. Open the back cover of the holder.
Press the back cover button (B) whilst
lowering the back cover lock release
button (A).

2. Pull out the release latch whilst pinch-
ing it with your fingers.

0p

q
iy

WS 1N
E L

Advance Stop Leve

Installing the film insert

eWhen loading or unloading your
film, avoid exposing your lens to
direct sunlight and work in the shade
or turn your body away from the sun
and load or unload it in the shade of
your own body.

Set the film in the patrone chamber of
the film insert. Whilst placing the film
drawout slit as shown, push it in the di-
rection of the arrow to the end.

Set the film so that it surrounds the roller,
pressure plate and sprocket.

1. Insert the film end securely the film
end into the take-up spool's slit. (Any
such slit is acceptable.)

2. Whilst turning the film advance gearin
the film insert in the direction of the arrow
(opposite to the film advancing direc-
tion), rewind the film around the take-up
spool. This can also be done by turning
the take-up spool manually. When
taking it up, stop and insert it into the film
holder when the advance stop lever
has reached the position S as shown.
e The sprocket's gears engage with the
perforations on both sides of the film,
allowing to advance the film securely.

e Take up the film around the spool in
less than two turns.

e Don't move the advance stop lever
directly with your fingers, etc.

e The film transport mechanism will be
released. When pushing in the film re-
wind pin a pen point, etc...

1. Position the film as shown so that the
numeral on the film type index can be
read easily. Hold the release latch with
your fingers and introduce the film insert
straight into the film holder from its back.
(It cannot be inserted when it is upside
down.)

2. Introduce the film insert with your film,
straight into the holder in the direction of
the arrow. Once the film insert setting
has been executed, closs the back
cover.



® EXxcept wnen using It In tne mm re-
winding, store the handle of the holder's
film rewind knob adequately.

e The red mark in the center of the film
rewind knob rotates whilst advancing

the film. It will serve as a reminder for
normal film advance.

e When the film has been exposed fully, the wind-up handle becomes free,
preventing you from pressing the shutter release button of the camera. This
condition indicates that the exposable number of frames has been used up.
Wind the film in this case.
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